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Current Limiting & Filtering

CLR

Model Code
PT 50VA 480/120 41460

POTENTIAL TRANSFORMER

PT

DIMENSIONS (mm)

ELECTRIC SCHEME

MARKING

Transformer designed in double cell, encapsulated in poliuretane.

• ��Dielectrical strength 3000Vac 50Hz between primary and 
secondary.

• �Input voltage: 480V ± 5%.

• �Output voltage: 120V.

• �Burden: 50VA Max.

• �Weight: 1,2kg.

• �Possibility of soldering over PCB.

• �Accuracy class: 1.

Potential Transformer 50 VA 480/120 encapsulated
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POTENTIAL TRANSFORMER  PT50VA 480/120

DIMENSIONS

  

(mm)
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MARKING

A 52 mm
B 65 mm
C 81 mm
D 68 mm
E 91 mm
F 57 mm
G 4,5 mm

Wires

Length 150 mm  minimun.

Section

A

B

C
E

F
D

G

120V

Primary
480V

Transformer designed in double cell, encapsulated in poliuretane

Dielectrical strength 3000Vac 50Hz between primary and secondary
Input voltage: 480V ± 5%
Output voltage: 120V
Burden: 50VA Max

Weight: 1,2kg
Possibility of soldering over PCB

ELECTRIC SCHEME

Secondary
120V

480V

 minimun.

Accuracy class: 1

PT

Model Code

 PT 50VA 480/120 41460

Transformador de potencia 50 VA 480/120 encapsulado

ELECTRONIC  PROTECTION &  CONTROL OF MOTORS, GENERATORS AND PUMPS

     

TRANSFORMADOR DE POTENCIA  PT50VA 480/120

DIMENSIONES

  

(mm)
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MARCADO

A 52 mm
B 65 mm
C 81 mm
D 68 mm
E 91 mm
F 57 mm
G 4,5 mm

Cables

Longitud 150 mm  mínimo.

Sección

A

B

C
E

F
D

G

120V

Primario
480V

Transformador construido en doble celda, encapsulado con poliuretano.

Rigidez dieléctrica  3000Vac 50Hz entre Primario y Secundario.
Tensión de entrada: 480V ± 5%
Tensión de salida: 120V
Potencia 50VA Max

Peso: 1,2kg
Salidas aereas o terminal para soldar en circuito.

ESQUEMA ELÉCTRICO

Secundario
120V

480V

 mínimo.

Clase de precisión: 1

PT

Modelo Código

 PT 50VA 480/120 41460

Transformador de potencia 50 VA 480/120 encapsulado
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TRANSFORMADOR DE POTENCIA  PT50VA 480/120

DIMENSIONES

  

(mm)
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MARCADO

A 52 mm
B 65 mm
C 81 mm
D 68 mm
E 91 mm
F 57 mm
G 4,5 mm

Cables

Longitud 150 mm  mínimo.

Sección

A

B

C
E

F
D

G

120V

Primario
480V

Transformador construido en doble celda, encapsulado con poliuretano.

Rigidez dieléctrica  3000Vac 50Hz entre Primario y Secundario.
Tensión de entrada: 480V ± 5%
Tensión de salida: 120V
Potencia 50VA Max

Peso: 1,2kg
Salidas aereas o terminal para soldar en circuito.

ESQUEMA ELÉCTRICO

Secundario
120V

480V

 mínimo.

Clase de precisión: 1

PT

Modelo Código

 PT 50VA 480/120 41460

PT
Voltage transformation for Low Voltage

Dimensions mm

A 52

B 65

C 81

D 68

E 91

F 57

G 4,5

Cables

Lenght: 150 mm minimum

Section: 0,75 mm maximum

Dimensions mm

A 240

B 210

C 230

d 185

e 85

DIMENSIONS (mm)

• Nominal Current: 250 A
• Input voltage: 480 V (Up to 690V)
• Inductance: 0.095mH
• Linearity whitout saturation until: 1.5 x In
• Maximum thermal overload: 1.3 x In 
• Frequency: 50 or 60 Hz
• Thermal Class: F (140 ºC) / Ta= 40ºC
• Protection against indirect contacts
• Connections by terminals
• �Winding Class H (200ºC) and Isolating        		

Class F (140º), Voltage Test 3KV against mass

Three phase reactor to absorb line spikes, switching voltage dips, 
to eliminate harmonics or decrease the di/dt that semiconductors 
are affected.Ripple decrease at switching frequency and its main 
harmonics. Continuous service and inner installation. 

CURRENT LIMITANT INPUT REACTOR 

CLR

STANDARDS
IEC 60289
IEC 60076
IEC 60726
Directives 2006/95/CEE

Model Code
CLR 250A INPUT REACTOR 41735

Primary
480V

Secondary
480V




